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& owner design standards

Does closet have door or
unprotected penetration
directly to dwelling unit?

Is closet on exterior balcony,
breezeway, or exterior
corridor?

Does NFPA 13R or
NFPA 13D apply?

Is Closet 24 square feet

(2.2 sq meters) or less? NPFA 13R 2016 6.6.7 or NFPA 13D

Sprinklers not required in closet, per ‘
2016 8.3.8.

: Sprinklers required; no exclusions ]
| '\ apply in NFPA 101 or NFPA 13.

Is the building a lodging or
rooming house?

NPFA 101 26.3.6.3.6/2016

Does NFPA 101 apply?
| 26.3

|Sprinlders not required in closet, perbl

6.

Does closet contain washer,
dryer, furnace, or water
heater?

[ Sprinklers required by NFPA 101 ’
26.3.6.3.5/2016 26.3.6.2.5.

Is closet less than 12 sqft in
an individual dwelling unit?

Sprinklers not required in closet, per ’
NPFA 101 2016 26.3.6.2.5.

Sprinklers not required in closet, per |
NPFA 101 2016 29.3.5.5.

Is building an existing hotel
or dormitory?

Is closet in guest room or

()
guest room suite?

Is closet less than 12 sqft in

an individual dwelling unit?
( ) lers required by NFPA 101 |

Does closet contain washer, —’@ >
dryer, furnace, or water | L 31.3.5.4 2016 31.3.5.3.

heater? Sprinklers not required in closet, per

_NPFA 101 31.3.5.4/2016 31.3.5.3.

Does closet contain washer,
dryer, furnace, or water
heater?

" Sprinklers required by NFPA 101 |
2016 30.3.5.3(2).

|Sprinklers not required in closet, per ’
NPFA 101 2016 30.3.5.3(1).

Is building an apartment
building?

Is closet in an individual
dwelling unit?

Does the sprinkler in the
sleeping room provide
coverage to the back of the
closet wall, per NFPA 13?2

i not required in closet, per‘
NPFA 101 2016 18.3.5.10 for new or
2016 19.3.5.10 for existing.

Is closet a clothes closet in
patient sleeping room
and 6 sqft or less?

Is building a health care
occupancy?

—

J Sprinklers required by NFPA 101

2016 32.2.3.5.3.1 for NFPA 13R,

'l 2016 32.2.3.5.3.2 for 13D for all
habitable closets.

NFPA 13R or NFPA 13D
used?

Y e S I R T BT ) (@ - s 2 \
Is closet finished with lath Sprinklers not required in closet, per

Is buildi I t fand and plaster or materials > - 5 NPFA 101 2016 33.2.3.5.3.1 for
residenstiarlb(;:r%a& care slo:\lper\‘l,a"clBat‘.(iz;r’lJ Losr:g 1’;n the providing a LBSTTERS prompt and 2016 33.2.3.5.3.3 for
building? facility? thermal barrier? m g prompt and slow. 2
R . = B
L Is slow and impractical or " Sprinklers required by NFPA 101
impractical evacuation used 2016 33.2.3.5.3.2(2) for slow and

for the facility? impractical or 2016 33.2.3.5.3.5 for
S — | \impractical for all habitable dosets./

Is closet within dwelling unit , -
Does NFPA 13 apply? Yes of hotel or motel? m

Does closet contain washer,
dryer, furnace, or water
heater?

Is closet on exterior balcony,
breezeway, or exterior
corridor?

Does NFPA 13R apply? m Is closet a clothes closet,

linen closet, or pantry?

Is the least (smaller)
dimension not over 3 feet
(0.9m) in width?

Does closet have door or
unprotected penetration
directly to dwelling unit?

Does NFPA 13D apply?

(o ) e

Are walls and ceilings

Refer to governing code or surfaced with non-

standard for installation

requirements. combustible or limited-

combustible materials?

( ) ( ) e et (St jred by NFPA 13 2016 8.1.1(1), NEPA |
- - - prinkiers not in closel requirs Y W1,
533;‘;‘%1“;3{:‘;"6’97" Ly Sg:‘igg' Sprinklers required by NFPA 13R per NFPA 13 2002-2016 8.15.8.2, | |13R 2016 6.6.1, or NFPA 13D 2016 8.3.1; excusions in
= 2016 6.6.4 or NFPA 13D 2016 8.3.9. NFPA 13R 2016 6.6.3, or NFPA | | NFPA 13 2016 8.14.8.2, NFPA 13R 2016 6.6.7 and

| 2016 8.3.8. | L ) _ 13D 2016 8.3.3. 6.9.3, and NFPA 13D 2016 8.6.3 do not apply.




